
SOLUTIONS®

BACTERIAL/ENZYME DIGESTANTS

BIO-FLOW™ ULTRA

Highly Concentrated Grease 
Trap Maintenance System 

• ALL NATURAL-SAFE TO USE
• REDUCES FREQUENCY OF GREASE 

TRAP PUMP-OUTS
• REDUCES ORGANIC WASTE 

AND CLOGS
• ELIMINATES ODORS
• SALMONELLA FREE

KEEP OUT OF REACH OF CHILDREN
See side panel for additional precautions.

NET CONTENTS: One Gallon (128 fl. oz.)

Manufactured By: Total Solutions‰
PO Box 240014 • Milwaukee, WI  53224 • 1-800-743-6417 0546.021015

DESCRIPTION
This product contains a special blend of bacteria strands, both aerobic and facultative, chosen 
for their ability to digest and liquefy organic waste quickly, efficently and without odors. The 
continous use of this product drastically reduces plumbing maintenance costs and reduces 
pump-out frequency, making it the ideal grease trap maintainer.

It utilizes the latest biological technology to keep grease traps and drain lines free from clogs 
and foul odors while resisting chlorine, disinfectants and high water temperatures.

This product not only eliminates greasy accumulations, but also helps eliminate obnoxious 
odors at the molecular level while a pleasant fragrance keeps traps and plumbing lines 
smelling fresh.

DISPOSAL
Offer empty container for recycling. If recycling is not available, discard container in trash. 

For industrial and commercial use only.
For additional information, see Safety Data Sheet.

DIRECTIONS
For Restaurants Open 24 Hours
• Drip, pour or pump this product directly into drains with Bio-Pump during low flow periods, usually 
once during the day after lunch and once at night between midnight and 6 A.M.

• See chart below for daily dosage rates.
For Restaurants Open For Lunch & Dinner Only
• Drip, pour or pump this product directly into drains with Bio-Pump between midnight and 6 a.m.

• See chart below for daily dosage rates.

NFPA® RATINGS
Health: 1; Flammability: 0; Reactivity: 0
CONTAINS/CAS NUMBER: Water/7732-18-5; Linear Alcohol Ethoxylate/34398-01-1; Fragrance 
Compound/Mixture; Viable Bacterial Cultures/N/A; Dipotassium Phosphate/7758-11-4

Please Recycle.

 
 GREASE TRAP  INTERVAL BETWEEN

 GALLON PAIL CHANGES

 LESS THAN 100  DAYS
 101 - 250  DAYS
 251 - 500  DAYS
 501 - 750  DAYS
 751 - 1000  DAYSSPECIMEN LABEL


